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Architectural Aluminium Extrusion

Intelligent Panels pioneers dynamic architectural
surfaces that react to light, wind, and human
interaction. Our kinetic facades transform
buildings into responsive systems — redefining
aesthetics, performance, and sustainability.
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Product Types

Dynamic Cladding Solutions

PIXEL Series: Modular flaps ideal for large-scale facades
with a rhythmic pattern.

DELTA Series: Motion panels offering geometric
interplay with wind.

LUMINA Series: Light-sensitive units that open or close
based on sun intensity.

[©] Wind-Responsive [ ] Sun-Responsive [*-] Easy Maintenance
[£:] Recyclable Materials [[J] Smart System Ready [!] Fire Resistant

[ ] Weatherproof
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Materials: Anodized aluminum, weather-resistant powder coating, stainless steel

hardware.
Motion Mechanisms: Passive (wind-driven), Solar servo motors (active)
Optional: Integrated solar cells, light sensors, programmable controls



TECHNICAL SPECIFICATION SHEET &£ pslligent
Intelligent Panels - PIXEL / DELTA / LUMINA Series T~ ) :‘:::;:z;"
Panel Dimensions: N s

PIXEL: 200mm x 200mm - 400mm x 400mm Architectural Aluminium Extrusion
DELTA: 300mm height, 60° angled fold

LUMINA: Custom size options available

Material Options:

Aluminum - Powder-Coated

Movement Type:

Passive: Wind-driven (Pivoting/Fluttering axis)

Active: Servo Motor with Sensor Input (LUX / TEMP / Manual Override)
Mounting System:

Hidden anchor grid / exposed rail system

Suitable for curtain wall or CMU back walls

Performance Characteristics:

Wind Resistance: Up to 120 km/h

Fire Rating: Class A

UV Resistance: ISO 4892-2 Compliant Coatings

Thermal Expansion Compensation: Built-in floating bracket design

Customization Options:
Color: Full RAL
Patterning: Parametric array customization

Maintenance:

Annual inspection recommended

Panel replacements via snap-lock or bolt system
Packaging & Delivery:

Flat-pack with protective layering
Delivery in 4-8 weeks post final design sign-off

Warranty:

10 Years Performance Warranty (Materials & Movement)

[©] Wind-Responsive [ ]1Sun-Responsive [*+] Easy Maintenance
[£:] Recyclable Materials [[J] Smart System Ready [!] Fire Resistant

[ ] Weatherproof
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